
 

 * meets the requirements of the OEM manufacturer. 
 The stated values may vary within the usual commercial range. 
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ALPINE® LHM+ 

Special hydraulic fluid 
Properties  Extremely high viscosity index 

 Very low pour point  
 Excellent thermal stability 
 Very good corrosion protection 
 Compatible with seals 

  

Application notes ALPINE LHM+ is a high-performance hydraulic fluid based on 
mineral oil for central hydraulic systems in PPE motor vehicles with 
specially marked green fluid reservoirs.  
Exceeds the performance level of previous LHM qualities. 
Observe manufacturer's instructions! 

  

Service description Recommendation*: 
 PSA B71 2710 (Citroen/Peugeot) 
 ISO 7308 

 
 
 
 
 
 
 
 
 
 
 
 
 
 

TYPICAL PARAMETERS METHODS UNITS ALPINE LHM+ 
Density at 15°C 
Viscosity  40°C 
Viscosity  100°C 
Viscosity index (VI) 
Pour point 
Colour 

DIN 51 757 
DIN 51 562 
DIN 51 562 
DIN ISO 2909 
DIN ISO 3016 

- 

kg/m³ 
mm²/s 
mm²/s 

- 
°C 
- 

845 
18 
6.3 
355 
-62 

Fluorescent green 
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